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WARRANTY: Five year warranty period. Contact Morningstar or your authorized dealer for complete terms.

 

T E C H N I C A L  S P E C I F I C A T I O N S

Mechanical Specifications

Wire size #10 AWG (5.2 mm 2)
Anodized aluminum case
Marine rated terminals
Epoxy encapsulated
Weight is 8 oz (0.23 kg)

Electrical Specifications
 12 Volt   24 Volt

  
  

   

      
     

   
   

   
  
  

SunSaver Model Selection Chart

Rated Solar Input
Rated Load
25% Current Overload
Regulation Voltage:
   Sealed Battery
   Flooded Battery
Load Disconnect
LVD Reconnect
Temp. Comp. (mV/  C)
Self-Consumption
Operating Temperature

  6.5A  /  10A  /  20A
    6A  /  10A  /  20A
5 min.                  5 min.

14.1 V                 28.2 V
14.4 V                 28.8 V
11.5 V                 23.0 V
12.6 V                 25.2 V
  - 28                      - 56
            6 to 10 mA
       - 40   to  + 85  Cº º

º º º
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SO L A R C O N T R O L L E R SS-10L

Nominal Rating

12 Volts   dc
Solar In   10A
Load       10A

M O R NI N G ST A R

      See Operator’ s
          Manual

E1
12

20
4

UL 1604
CSA22.2 No. 213-M1987
Cl I, Div 2,
GP ABCD
Haz. Loc.
Voc =13.5Vdc

CHARGING

E112204
For Use In Cl I, Div 2, Gp ABCD
Hazardous Locations   Voc =13.5Vdc
UL1604    CSA 22.2  No. 213-M1987
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CALL MURCAL TO PLACE YOUR ORDER
P:(661)272-4700     F:(661)947-7570

www.murcal.com         
e-mail: sales@murcal.com


