VOLTAGE: 12/24 VOLTS NOMINAL

CURRENT: MAX 6AMPS CONTINUOUS PER OUTPUT

TEMPERATURE: -40°C TO 70°C
IP RATING: IP67
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NOTES:

UNITS: INCHES
TOLERANCE: +0.050
PLASTIC TYPE: (ABS) BLACK
POTTING BLACK

DELPHI CONNECTOR 12015798/MATE 12015024

PINOUT

A: GROUND

B: RIGHT TURN & FLASHER
C: LEFT TURN & FLASHER
D: TAIL LIGHTS

3 PLACES

DELPHI CONNECTOR 12010975/MATE 12015799

A: RIGHT TURN ENHANCED
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PINOUT
2.10 FOR REF.

|A|B|C|D|E|F]

B: RIGHT TURN & FLASHER

C: LEFT TURN & FLASHER
D: TAIL LIGHTS

E: GROUND

F: LEFT TURN ENHANCED

ENHANCED FLASHERS
INPUT OUTPUT
RIGHT TURN | LEFT TURN RIGHT LEFT
ENHANCED | ENHANCED
FLASHING FLASHING OFF OFF
1 FLASHING STEADY FLASHING STEADY
Wl STEADY FLASHING STEADY FLASHING

|A|B|C|D|E]|F|
A: RIGHTENH.  B: RIGHT TURN  C: LEFT TURN

D: TAILLIGHT  E: GROUND

F: LEFT ENH.

A:RIGHTENH. B: RIGHT TURN C: LEFT TURN
F: LEFT ENH.

D: TAILLIGHT  E: GROUND

WORKS WITH LEDS OR INCANDESCENT LIGHT BULBS

P/N: 64219
EDI P/N: 24-0010

S/N: XXXXXX

Electronic Design,
Inc.
211 Forest Ave.

Sheboygan Falls, WI 53085
(920) 550-2315
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