
PREFERRED BY PROFESSIONALS

Modular Design allows installers to stock only
two basic products (8028 & 8030) while
retaining ability to easily construct all varia�ons,
or purchase individually from factory. Ground
block can op�onally be re-located away from
block for improved wire rou�ng.

Protects Branch Circuits by accep�ng ATO
style fuses ranging from 1 through 40 Amps.

Spare Fuse Loca�ons in each 6 output
block (qty 2) allow rapid repairs of likely
blown fuses and a loca�on to store a test
resistor for siren tes�ng.

Bulletproof Construc�on: Designed with
high temperature materials and stainless steel
self-locking hardware allow moun�ng
anywhere on vehicle.

Supports SAE Circuit Protec�on
Standards for thermal/short circuit events.

4 Year Industry Leading Warranty

LED Blown Fuse Indica�on provides rapid
diagnos�c feedback of system faults, allowing
technicians improved ability to remotely
diagnose or iden�fy the source issue.

Modular design can produce seven
(7) unique configura�ons from 8028
& 8030 and reduce part numbers to
stock for all build requirements.
Blown Fuse LEDs speed correc�on of
system faults & improve ability to
remotely diagnose customer issues.
Harsh Environment design with
stainless steel self-locking hardware
and op�onal weather-proof labels in
standard or customized op�ons (1)

Ring Terminal Fuse Blocks
with Blown Fuse LEDs

EXPERTLY ENGINEERED
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