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Connector : Delphi Nr.12010717
Terminal : Delphi Nr. 12089040
Wire seal : Delphi Nr. 15324985

Connector : Delphi Nr. 12015793
Terminal : Delphi Nr. 12089188

Wire side view
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Wire seal : Delphi Nr. 15324985
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  INCLUDED:

  WIRE HARNESS INTEGRATED INTERFACE  
  PARTS N°: PEHJ 0962 403 060  
   (403) = interface type
   (060) = length in cm

                    Not removable

Sensor output signals:

!!! WARNING !!!
Connect throttle sensor ground

to engine ECU ground terminals only.
  DO NOT CONNECT TO CHASSIS GROUND  

Travel angle 

[°]

Output Signal [V]

Idle Full

IVS

17 (±3)%
Vcc1

OPEN

77(±2)%
Vcc1

13(±2)%

Vcc1

0V

FUNCTION PIN N° COLOR

IVS Vcc2 Supply +5V (+/-0,25V) A ORANGE

Idle High - Low (at 17% Vcc1) B BLUE

Idle Low - High (at 17% Vcc1) C GREEN

FUNCTION PIN N° COLOR

Ana Ground 0V A WHITE

Ana Signal 13-77% Vcc1 B BLACK

Ana Supply Vcc1 +5V (+/-0,25V) C RED


